
LED Panel large

General Information

Model No.: EAL-PA3030S12 EAL-PA3060S24 EAL-PA6060S36 EAL-PA30120S40 EAL-PA6262S40 EAL-PA60120S80

Colour Temperatures available 3000K-6000K 3000K-6000K 3000K-6000K 3000K-6000K 3000K-6000K 3000K-6000K

Material Composition                                       Aluminium (edge, housing), PMMA (cover)

Dimensions (mm) 295x295x9mm 295x595x9mm 595x595x9mm 295x1195x9mm 618x618x11mm 595x1195x9mm

Installation                                                     Recessed (default), Surface mounted or Suspended

Weight 1.2KGS 2.2KGS 4KGS 3.2KGS 5.6KGS 7.5KGS

Warranty 3 years

Light Output Information

Beam Angle 120 °

CRI 80

LED Lifetime (L70) >   40,000 hours

Luminous Flux (lumens) 900lm 1800lm 2700lm 3000lm 3000lm 6000lm

Output Wattage 12W 24W 36W 40W 40W 80W

Luminous Efficacy 75lm/W 75lm/W 75lm/W 75lm/W 75lm/W 75lm/W

Power Factor >   0.9

LED  Panel small clip in

General Information

Model No.: EAL-UP08503-S EAL-UP12006-S EAL-UP17012-S EAL-UP20015-S EAL-UP22518-S EAL-UP30025-S

Colour Temperatures available 3000K-6000K 3000K-6000K 3000K-6000K 3000K-6000K 3000K-6000K 3000K-6000K

Material Composition                                       Aluminium (housing), PMMA (cover)

Dimensions (mm) 85x85x14mm 120x120x14mm 170x170x14mm 200x200x14mm 225x225x14mm 300x300x14mm

Cut-out (mm) 70mm 105mm 150mm 180mm 205mm 280mm

Weight 0.2KGS 0.25KGS 0.4KGS 0.5KGS 0.6KGS 1KGS

Warranty 3 years

Light Output Information

Beam Angle 120 °

CRI 80

LED Lifetime (L70) >   40,000 hours

Luminous Flux (lumens) 200lm 420lm 850lm 1050lm 1250lm 1750lm

Output Wattage 3W 6W 12W 15W 18W 25W

Luminous Efficacy 70lm/W 70lm/W 70lm/W 70lm/W 70lm/W 70lm/W

Power Factor >   0.9


